
GI DRYER
(gas infrared pre-dryer )
PURPOSE & FEATURE

- AS INTERMIDIATE DRYER OF CONTINUOUS
  DYEING PROCESS TO AVOID DYESTUFF MIGRATION 
- PRE-DRY FOR RESIN FINISH

+81-75-585-6808 +81-75-585-6809 https://kyoto-machinery.cominfo@kyoto-machinery.com

4-1, NIKINOMORI-CHO, KISSHOIN, MINAMIKU KYOTO 601-8354 JAPANKYOTO MACHINERY co., ltd.

< PAD DRYER DYEING RANGE >

< RESIN FINISH >

< RESIN FINISH >

Size per burner : 1640mm x 220mm

4-burner & 1-pass

4-burner & 2-pass

6-burner & 1-pass

6-burner & 2-pass

164,000kcal/h

328,000kcal/h

246,000kcal/h

492,000kcal/h

Configuration Combustion Amount 
at 700℃ 41,000kcal/h per burner

184,000kcal/h

368,000kcal/h

276,000kcal/h

552,000kcal/h

Combustion Amount 
at 790℃ 46,000kcal/h per burner

248,000kcal/h

496,000kcal/h

372,000kcal/h

744,000kcal/h

Combustion Amount 
at 870℃ 62,000kcal/h per burner

Size per burner : 1780mm x 220mm

4-burner & 1-pass

4-burner & 2-pass

6-burner & 1-pass

6-burner & 2-pass

180,000kcal/h

360,000kcal/h

270,000kcal/h

540,000kcal/h

Configuration Combustion Amount 
at 700℃ 45,000kcal/h per burner

200,000kcal/h

400,000kcal/h

300,000kcal/h

600,000kcal/h

Combustion Amount 
at 790℃ 50,000kcal/h per burner

268,000kcal/h

536,000kcal/h

402,000kcal/h

804,000kcal/h

Combustion Amount 
at 870℃ 67,000kcal/h per burner



GAS INFRARED PRE -DRYER

This infrared burner can be made into a seamless rectangle shape. 

It can realize even high quality heating.

EVEN HEATING

COMBUSTION AMOUNT PER BURNER
50,000kcal/hr. at 750℃
63,000kcal/hr. at 800℃

1.　HEAT ROLLER 

2.　EXHAUST FAN

3.　INFRARED BURNER

4.　REFLECTION PANEL

5.　DRIVE MOTOR

MACHINE STRUCTURE

HEAT-UP PERFORMANCE
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KYOTO’S INFRARED BURNER

CERAMIC FILE BURNER

ATMOSPHERIC TEMPERATURE AFTER FIRE EXTINGUISHING
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KYOTO’S INFRARED BURNER

CERAMIC FILE BURNER
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The surface of infrared burner heats up in two to 

three seconds after ignition and a stable infrared 

radiant energy is obtained. In three to five 

seconds after being turned off, the surface of 

infrared burner can be directly touched by hands. 

It is highly safe the quality of the substance is 

maintained. No fabric burning.

FAST HEAT UP AND COOL DOWN

SAFETY


